
四柱液压机技术参数

FOUR COLUMN HYDRAULIC PRESS MACHINE
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用途与特点：
　　该系列产品适用于各种可塑性材料的压制工艺，如冲压、弯曲、翻边等。也可从事于校正、压装、砂轮成型、塑料制品、橡胶制品及粉末制品的压制成型。

　　该系列产品主机采用三梁四柱式结构，液压系统采用插装阀油路，电气系统采用继电器或PLC控制电路，具备调整和半自动操作方式，整机结构简单、紧凑、经济合理，动作可靠，使用寿命长，液压冲击力小，减少了连接管路与泄漏。

　　该系列产品的工作压力、压制速度、行程范围均可根据工艺需要在规定范围内进行调整，可实现定压和定程两种工艺方式。定压成型时，在压制后有保压延时及自动回程。工作台中间装有顶出装置，除顶出制品外，尚可作为液压垫用于把拉伸制件的成型工艺。

    可以选配前后自动机械辊道和机械手。

Use end and characteristics：
This series product applies to press techniques of various plastic materials, such as punching, bending, crimping, etc. Besides, it can also be used for amendment, pushing mounting, forming of grinding wheel, press forming of plastic, rubber and powder products.

The host machine of this series applies three-girder and four-pillar structure. The hydraulic system applies Cartridge Valve oil line. The electric system applies relay or PLC to control circuit. It has the adjustable and semi-automatic operation mode. The whole machine features simple and compact structure, economical and reasonable price, reliable operation, long-term life, slight hydraulic impact force and less connection pipelines and leakage.

The work pressure, press speed, stroke range of this series can be adjustable within the specific range according to technical requirements and process preset pressure mode and stroke mode. During the preset pressure forming, there is pressure maintenance delay and automatic return after the press. There is the knockouts device used as hydraulic cushion for forming of drawing products except for knocking out products.

主要技术参数 Main Parameters：

	参数名称

Parameter
	单位

Unit
	四柱万能液压机

Four-pillar Versatile Hydraulic Press

	
	
	ZBJ-G-100
	ZBJ-G-200
	ZBJ-G-315
	ZBJ-G-400
	ZBJ-G-500
	ZBJ-G-630
	ZBJ-G-800
	ZBJ-G-1000
	ZBJ-G-1250

	公称力

Nominal pressure
	KN
	1000
	2000
	3150
	4000
	5000
	6300
	8000
	10000
	12500

	顶出力

Knockouts force
	KN
	190
	280
	630
	630
	1000
	1000
	1600
	2000
	2520

	液体最大工作压力

Max work pressure of liquid
	Mpa
	25
	25
	25
	25
	25
	25
	25
	25
	25

	滑块行程

Stroke of Slide block
	mm
	500
	710
	800
	800
	900
	900
	1000
	1200
	1300

	顶出行程

Stroke of Knockouts
	mm
	200
	200
	300
	300
	350
	350
	350
	400
	400

	最大开口高度

Max opening height
	mm
	800
	1120
	1250
	1250
	1500
	1500
	1600
	1700
	1800

	滑块速度

Slide speed
	空程下行

Descent
	mm/s
	150
	200
	200
	170
	200
	180
	250
	250
	250

	
	工作

Pressing
	mm/s
	7-15
	7-18
	5-12
	4-10
	7-15
	5-12
	8-18
	7-15
	7-15

	
	回程

Return
	mm/s
	120
	140
	120
	105
	130
	115
	140
	125
	130

	工作台尺寸

Worktable dimension
	左右

L-R
	mm
	690
	1000
	1260
	1250
	1400
	1600
	3000
	3500
	4000

	
	前后

F-B
	mm
	630
	940
	1160
	1250
	1400
	1600
	1800
	2000
	2200

	机器外形尺寸

Overall Dimension
	左右

L-R
	mm
	2600
	3000
	3600
	3600
	4000
	4300
	5800
	6400
	6900

	
	前后

F-B
	mm
	1400
	1400
	1600
	1600
	2100
	2100
	2800
	2900
	4500

	
	高度

Height
	mm
	3250
	4250
	5400
	5650
	6050
	6250
	6400
	7000
	7500

	电机总功率Electric Power
	kw
	7.5
	22
	22
	22
	22*2
	22*2
	22*3
	22*3
	22*3

	机器重量Weight
	kg
	4000
	9200
	14500
	17000
	255000
	33500
	68000
	
	



